
SPECIFICATIONS 
   WHEEL PCD BOLT   PART  CENTRE  
APPLICATIONS SIZE PATTERN FINISH NUMBER CAP OFFSET

HT 5 Stud on 108 PCD  13x4.5  5/108  BLACK  360-345P00-52B  N/A  0 pos
 13x4.5  5/108  GALVANISED  360-345P00-52G  N/A  0 pos
 13x4.5  5/108  WHITE  360-345P00-52W  N/A  0 pos

FORD 5 Stud on 114.3 PCD  13x4.5  5/114.3  BLACK  360-345P00-54B  401-145  0 pos 
 13x4.5  5/114.3  GALVANISED  360-345P00-54G  401-145  0 pos
 13x4.5  5/114.3  WHITE  360-345P00-54W  401-145  0 pos

HT 5 Stud on 108 PCD  14x5  5/108  BLACK  360-450P05-52B  N/A  5 pos 
 14x5  5/108  GALVANISED  360-450P05-52G  N/A  5 pos
 14x5  5/108  WHITE  360-450P05-52W  N/A  5 pos

HT 5 Stud on 108 PCD 14x6  5/108  BLACK  360-460P08-52B  N/A  8 pos
 14x6  5/108  GALVANISED  360-460P08-52G  N/A  8 pos
 14x6  5/108  WHITE  360-460P08-52W  N/A  8 pos

HQ 5 Stud on 120.65 PCD  14x5  5/120.65  BLACK  360-450P05-55B  401-145  5 pos
 14x5  5/120.65  GALVANISED  360-450P05-55G  401-145  5 pos 
 14x5  5/120.65  WHITE  360-450P05-55W  401-145  5 pos

HQ 5 Stud on 120.65 PCD 14x6  5/120.65  BLACK  360-460P14-55B  401-145  14 pos
 14x6  5/120.65  GALVANISED  360-460P14-55G  401-145  14 pos
 14x6  5/120.65  WHITE  360-460P14-55W  401-145  14 pos
FORD 5 Stud on 114.3 PCD  14x5  5/114.3  BLACK  360-450P05-54B  401-145  5 pos
 14x5  5/114.3  GALVANISED  360-450P05-54G  401-145  5 pos
 14x5  5/114.3  WHITE  360-450P05-54W  401-145  5 pos

FORD 5 Stud on 114.3 PCD 14x6  5/114.3  BLACK  360-460P14-54B  401-145  14 pos
 14x6  5/114.3  GALVANISED  360-460P14-54G  401-145  14 pos
 14x6  5/114.3  WHITE  360-460P14-54W  401-145  14 pos

6 Stud on 139.7 PCD  14x6  6/139.7  WHITE  360-460P14-67W  401-160  14 pos

FORD 5 Stud on 114.3 PCD  15x7  5/114.3  WHITE  360-570P10-54W  401-145  10 pos

5 Stud on 139.7 PCD  15x7  5/139.7  WHITE  360-570N06-57W  401-160  6 Neg
 15x7  5/139.7  WHITE  360-570P10-57W  401-160  10 pos

6 Stud on 139.7 PCD  15x7  6/139.7  WHITE  360-570N06-67W  401-164  6 neg
 15x7  6/139.7  BLACK  360-570N06-67B  401-164  6 neg
 15x7  6/139.7  WHITE  360-570P10-67W  401-160  10 pos
 15x7  6/139.7  BLACK  360-570P10-67B  401-160  10 pos

6 Stud on 139.7 PCD  15x8  6/139.7  WHITE  360-580N26-67W  401-164  26 neg
 15x8  6/139.7  BLACK  360-580N26-67B  401-164  26 neg

5 Stud on 150.0 PCD  16x6  5/150  WHITE  360-660P00-515W  401-158 *  0 pos
 16x6  5/150  BLACK  360-660P00-515B  401-158 *  0 pos

6 Stud on 139.7 PCD  16x6  6/139.7  WHITE  360-660P00-67W  401-160  0 pos
 16x6  6/139.7  BLACK  360-660P00-67B  401-160  0 pos
5 Stud on 150.0 PCD  16x7  5/150  WHITE  360-670P05-515W  401-158 *  5 pos
 16x7  5/150  BLACK  360-670P05-515B  401-158 *  5 pos
6 Stud on 139.7 PCD  16x7  6/139.7  WHITE  360-670N20-67W  401-164  20 neg
 16x7  6/139.7  WHITE  360-670P00-67W  401-160  0 pos
 16x7  6/139.7  BLACK  360-670P00-67B  401-160  0 pos
 16x7  6/139.7  WHITE  360-670P13-67W  401-160  13 pos
 16x7  6/139.7  WHITE  360-670P30-67W  401-160  30 pos
 16x7  6/139.7  BLACK  360-670P30-67B  401-160  30 pos

5 Stud on 150.0 PCD  16x8  5/150  WHITE  360-680N14-515W  401-158 *  14 neg
 16x8  5/150  BLACK  360-680N14-515B  401-158 *  14 neg

6 Stud on 114.3 PCD  16x8  6/114.3  WHITE  360-680P20-64W  N/A  20 pos
 16x8  6/114.3  BLACK  360-680P20-64B  N/A  20 pos

6 Stud on 139.7 PCD  16x8  6/139.7  BLACK  360-680N28-67B  401-164  28 neg
 16x8  6/139.7  WHITE  360-680N28-67W  401-164  28 neg
 16x8  6/139.7  WHITE  360-680P00-67W 401-164  0 pos
 16x8  6/139.7  BLACK  360-680P00-67B  401-164  0 pos
 16x8  6/139.7  WHITE  360-680P25-67W  401-160  25 pos
 16x8  6/139.7  BLACK  360-680P25-67B  401-160  25 pos
5 Stud on 150.0 PCD  17x8  5/150  WHITE  360-780P00-515W  401-158  0 pos
 17x8  5/150  BLACK  360-780P00-515B  401-158  0 pos
 17x8  5/150  WHITE  360-780P40-515W  401-158  40 pos
 17x8  5/150  BLACK  360-780P40-515B  401-158  40 pos

6 Stud on 139.7 PCD  17x8  6/139.7  WHITE  360-780P00-67W  401-160  0 pos
 17x8  6/139.7  BLACK  360-780P00-67B  401-160  0 pos
 17x8  6/139.7  WHITE  360-780P25-67W  401-160  25 pos
 17x8  6/139.7  BLACK  360-780P25-67B  401-160  25 pos
* Note: 1 piece cap - Not suitable for 4x4 vehicles with manual hubs


